
REQUIRED EQUIPMENT LIST FOR CERTIFIED I/M TESTING STATIONS

A. A Department approved exhaust gas analyzer connected to the internet at all times.
ESP (1-877-956-0600)

B. The analyzer manufacturer' s maintenance and calibration manual which must be retained in
the inspection area.

C. A Department approved calibration/span gas and equipment for performing the gas
calibration/span check and auto zero.

D. A suitable non-reactive tail pipe extender or probe adapter for inspecting vehicles with
screened or baffled exhaust systems.

E. An approved adaptor for testing dual-exhaust vehicles.

F. All forms, Technical Bulletins, and other information materials provided by the Department.

G. A department approved ready-reference emission control application guide (current through
the previous year).
Motor Repair Manuals:  Matco.com
Mitchell Repair Manuals: (1-888-724-6742) or (1-800-648-8010)

Items H through J are also required for test and repair stations

H. A propane enrichment kit for idle mixture adjustment.

I. Suffcient hand tools for proper performance of the inspection and maintenance of the vehicle
including carburetor adjustment tools.

J. Repair reference manuals approved by the Department that contain a minimum of the 
following.

Tune-up specifications for 1968-95 vehicles, Emission Control Repair/Maintenance (all years),
Vacuum Diagram Schematics (all years) and Trouble code diagnosis for 1996-Present.
Motor Repair Manuals: Matco.com
Mitchell Repair Manuals: (1-888-724-6742) or (1-800-648-8010)
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